PROJECT LOCATION

SHEET INDEX
SHEET 1 COVER
SHEET 2 GENERAL NOTES
> SHEET 3 LOCATION MAP
A SHEET 4 TYPICAL ROAD CROSS SECTION
° SHEET 5 DRAINAGE DETAILS
3 SHEET 6 ROADWAY REPAIRS CROSS SECTION
7 SHEET 7 PAVEMENT MARKING DETAILS
SHEET 8-11 TRAFFIC CONTROL DETAILS
ST. CROIX SHEET 13-17 CONSTRUCTION SIGNS
PLANS FOR ROAD REPAIRS
IN THE HISTORIC TOWN OF
FREDERIKSTED, ST. CROIX
HON. ALBERT BRYAN. - GOVERNOR NELSON M. PETTY, P.E - COMMISSIONER OF DPW
HON. TROGENZA ROACH - LIEUTENANT GOVERNOR ANTHONY D. THOMAS. - COMMISSIONER OF P&P
DIVISION OF ENGINEERING R .




EXISTING CONDITIONS NOTES

1. THE SURFACE FEATURES AND TOPOGRAPHY SHOWN ARE THE RESULT OF
AN ON THE CROUND SURVEY BY TOTAL STATION CONDUCTED BETWEEN
THE MONTHS OF AND BY

2. HORIZONTAL DATUM: ZONE CODE CS PRB3F, NAD 83 PR/W,
PROJECTION-LM

3. VERTICAL DATUM: NAVDBS

4. SUBJECT PROPERTY APPEARS TO FALL WITHIN F..R.M. DESIGNATION: PER
FLOOD INSURANCE RATE MAP 780000001 G.

5. m.'ﬁ)ﬂ.“.zom SHOWN ON THIS SURVEY ARE BASED ON FOUND DATA IN THE

6. THE COMPILED RIGHT OF WAY INFORMATION SHOWN WAS DEVELOPED

OF THE RIGHT OF WAY SHOWN. CONTRACTOR TO PERFORM BOUNDARY
VERIFICATION BEFORE PROCEEDING WITH WORK.

7. THE UNDERGROUND UTILTIES SHOWN HAVE BEEN COMPILED IN PART
FROM PLANS OF RECORD, W.A.P.A. DELINEATION AND FIELD LOCATION.
THE LOCATION OF UNDERGROUND UTUTIES SHOULD BE CONSIDERED
APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR TO ANY
EXCAVATION OR CONSTRUCTION ACTIVITIES.

REMOVAL / DEMOLITION NOTES:

1. THE CONTRACTOR SHALL VERIFY ALL [TEMS TO 8E REMOVED PRIOR TO
ANY CONSTRUCTION.

2. PRESERVE AND PROTECT ALL UTILITIES, PAVEMENT AND TREES NOT
SCHEDULED FOR DEMOLITION.

3. WHEN PREPARING THE SITE FOR PROPOSED DEVELOPMENT, ALL
MATERIALS REMOVED SHALL BE DISPOSED OF IN ACCORDANCE WITH ALL
GOVERNING AGENCIES AT NO ADDITIONAL COST TO THE OWNER.

4. THE CONTRACTOR TO COORDINATE ALL UTILITY POLE RELOCATION WTH
THE VIRGIN ISLAND WATER AND POWER AUTHORITY (WAPA).

5. THE CONTRACTOR TO COORDINATE ALL WATER WORK AND WATER METER
BOX RELOCATION WiTH THE VIRGIN ISLANDS WATER AND POWER
AUTHORITY ﬂ)v.wm)z._.xmxn MAY BE ADDITIONAL METER BOXES NOT
Wmm’”n%ﬂmn)m. S THAT NEED TO BE RELOCATED WITHIN THE

EROSION & SEDIMENT CONTROL NOTES:

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR IMPLEMENTING EROSION
CONTROL MEASURES IN ORDER TO PREVENT OFF-SITE TRACKING OF
EARTH, SEDIMENT AND DEBRIS.

2. DUST SHALL BE CONTROLLED THROUGH THE USE OF WATER.
3. ALL PERMANENT SEEDING SHALL CONFORM TO THE STANDARD

SPECIFICATIONS FOR CONSTRUCTION OF ROADS AND BRIDGES ON
@nw._.:)!rnx_ﬂ._$>< PROJECTS FP-03 SECTION 157 — SOIL EROSION

4. CONTRACTOR SHALL REPAIR, CLEAN, AND REPLACE ANY SEDIMENT
CONTROLS DAMAGED DURING AND/OR AFTER RAINFALL EVENTS OR AS
DIRECTED BY ENGINEER/PUBLIC WORKS DEPARTMENT OF ST. THOMAS.

8. SEE ORAWING C13 FOR ADDITIONAL EROSION & SEDIMENT CONTROL
NOTES AND DETAILS.

GENERAL NOTES:

1. THE CONTRACTOR SHALL VERIFY AND DETERMINE THE LOCATION, SIZE,
AND ELEVATION OF ALL EXISTING UTILITIES, SHOWN OR NOT SHOWN ON

EXSTENCE OF OTHER UNDERGROUND UTIUTIES BY PROMIDING
OBSERVATION TEST PITS. THE ENGINEER SHALL BE NOTIFIED IN WRITING
OF ANY UTIUTIES FOUND INTERFERING WTH THE PROPOSED
CONSTRUCTION AND APPROPRIATE REMEDIAL ACTION SHALL BE AGREED
TO BY THE ENGINEER BEFORE PROCEEDING WITH THE WORK.

2. THE CONTRACTOR SHALL COORDINATE AND SCHEDULE ACTIMITIES AS
NECESSARY WITH OTHER CONTRACTORS AND UTILITY COMPANIES TO
ENSURE WORK INTERFACES SMOOTHLY WITH OTHER WORK BEING
PERFORMED ON SITE.

THE CONTRACTOR SHALL FAMIUARIZE HIMSELF/HERSELF WITH PERMIT
AND INSPECTION REQUIREMENTS OF THE VARIOUS GOVERNMENTAL
!MZQ% 9Jzu SCHEDULE INSPECTIONS ACCORDING TO AGENCY
INSTRU .

3. THE CONTRACTOR IS RESPONSIBLE FOR ALL PERMITS, FEES, TEMPORARY
UTIUTIES AND COORDINATION WITH ALL AGENCIES IN OBTAINING ACCESS
TO THE SITE AND PERFORMING ALL WORK REQUIRED FOR THIS PROJECT.

4. THE CONTRACTOR IS RESPONSIBLE FOR THE MEANS AND METHODS OF
CONSTRUCTION AND FOR CONDITIONS OF THE SITE.

S. THE CONTRACTOR SHALL PROTECT AND MAINTAIN EXISTING BENCHMARKS
AND BOUNDS. ALL BENCHMARKS AND BOUNDS DISTURBED BY THE
CONTRACTOR SHALL BE RE-ESTABLISHED BY A REGISTERED LAND
SURVEYOR AT NO EXPENSE TO THE OWNER.

6. THE CONTRACTOR SHALL PERFORM ALL THE CLEARING AND GRUBBING
NECESSARY WITHIN THE CONSTRUCTION AREA, LIMITING THE AMOUNT OF
CLEARING AND GRUBBING TO THE EXTENT POSSIBLE.

7. THIS PROJECT IS TO BE CONSTRUCTED TO THE TYPICAL SECTIONS AND
DETAILS SHOWN ON THE PLANS, AND SHALL MEET THE MOST CURRENT
USV STANDARD SPECIFICATIONS UNLESS OTHERWISE NOTED.

8. WRITTEN DIMENSIONS HAVE PRECEDENCE OVER SCALED DIMENSIONS. THE
CONTRACTOR SHALL USE CAUTION WHEN SCALING PLANS. IN CASE OF
CONFUCT BETWEEN THIS PLAN SET AND ANY OTHER DRAWING AND/OR
SPECIFICATION, THE ENGINEER SHALL BE NOTIFIED IMMEDIATELY FOR
CLARIFICATIONS.

9. ALL DIMENSIONS ARE TO THE EDGE OF CURB AT THE GUTTER UINE OR
TO THE CENTER OF PAVEMENT MARKINGS, UNLESS OTHERWISE NOTED.

10. ALL PAVEMENT MARKINGS AND SIGNS SHALL CONFORM TO THE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), AMERICANS WITH
DISABILITIES ACT (ADA) AND STANDARD ALPHABETS FOR HIGHWAY an,iS
AND PAVEMENT MARKINGS.

11, ALL PAVEMENT MARKINGS SHALL BE MADE ..., PERMANENT
THERMOPLASTIC AND SHALL CONFORM TO FHWA STANDARD
SPECIFICATIONS FOR CONSTRUCTION OF ROADS AND BRIDGES ON
FEDERAL HIGHWAY PROJECTS FP-03, SECTION §34.

12, ALL EXCAVATIONS SHALL BE THOROUGHLY SECURED ON A DALY BASIS
BY THE CONTRACTOR AT THE COMPLETION OF CONSTRUCTION
OPERATIONS IN THE IMMEDIATE AREA.

13. MAINTENANCE OF TRAFFIC: WHILE WORKING (N THE PUBUC ROW,
SUITABLE BARRICADES, LIGHTS AND SIGNS SHALL BE PROVIDED BY THE
CONTRACTOR AND MAINTAINED 24 HOURS A DAY UNTIL COMPLETION OF
THE WORK. ALL TRAFFIC CONTROL DEVICES AND LAYOUT SHALL COMPLY
WTH VI TRAFFIC CONTROL REQUIREMENTS AND FHWA'S "MANUAL OF
UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS.® THE
CONTRACTOR SHALL HAVE HIS/HER MAINTENANCE OF TRAFFIC PLAN
APPROVED BY THE DEPARTMENT OF PUBLIC WORKS PRIOR TO
COMMENCING CONSTRUCTION.

14, THE CONTRACTOR SHALL PROVIDE ACCESS TO ALL RESIDENCES
AFFECTED BY CONSTRUCTION. IF AT ANY TIME ACCESS WILL BE
PROHIBITED FOR MORE THAN TWO HOURS, A 24 HOUR NOTICE SHALL BE
PROVIDED TO THE AFFECTED PARTY. ALL STEPS NECESSARY SHALL BE
TAKEN TO MINIMIZE ACCESS INTERRUPTIONS. TEMPORARY ACCESS SHALL
MEET ADA REQUIREMENTS.

15. CONTRACTOR SHALL RESTORE ALL PRIVATE AND PUBLIC PROPERTY
AFFECTED BY THIS WORK TO PRE—CONSTRUCTION CONDITIONS FOR
PAVEMENTS, SURFACES, SIDEWALKS, CURBS, ETC UNLESS OTHERWISE
NOTED.

CONSTRUCTION GENERAL PERMIT NOTES:

1. THE OWNER IN CONJUNCTION WITH THE CONTRACTOR (OPERATOR) NEEDS
TO OBTAIN A CONSTRUCTION GENERAL PERMIT (CGP) FOR LARGE
CONSTRUCTION ACTIMTIES (FIVE OR MORE ACRES) OR SMALL
CONSTRUCTION ACTIMITIES (GREATER THAN ONE ACRE 8UT LESS THAN
FIVE ACRES) FROM THE ENVIRONMENTAL PROTECTION AGENCY (EPA).

AS PART OF THE CGP, A STORMWATER NOTICE OF INTENT (NOI) WLL
NEED TO BE SUBMITTED TO THE EPA AT LEAST 14 DAYS PRIOR TO
COMMENCING CONSTRUCTION. THE NOt WILL NEED TO BE SUBMITTED TO
STORMWATER NOTICE OF INTENT (4203M), USEPA, 1200 PENNSYLVANIA,
AVE. NW, WASHINGTON, DC 20480.

2. THE CGP OUTLINES A SET OF PROVISIONS MANDATING THE OWNER AND
CONTRACTOR COMPLY WiTH THE REQUIREMENTS OF THE TERRITORIAL
VIRGIN ISLANDS STORMWATER POLLUTION PREVENTION PLANS (VI SWPPP)
STORMWATER REGULATIONS, INCLUDING BUT NOT UMITED TO,
STORMWATER POLLUTION PREVENTION PLANS (SWPPP'S),
IMPLEMENTATION OR EROSION AND SEDIMENTATION CONTROLS,
EQUIPMENT MAINTENANCE GUIDELINES, ETC. PLEASE CONTACT USEPA
OFFICE OF WASTEWATER MANAGEMENT AT 202-564-8545 OR AT
WWW.EPA.GOV/NPDES /STORMWATER FOR ADDITIONAL INFORMATION,

3. SEE SPECIFICATIONS FOR ADDITIONAL CONSTRUCTION REQUIREMENTS.

GRADING & DRAINAGE NOTES:

1.

2

3.

2

13.

15,

18.

PROVIDE UNIFORM SLOPE BETWEEN CONTOURS AND/OR SPOT
ELEVATIONS. FINISH PAVEMENT SURFACES AND LAWN AREAS SHALL BE
FREE OF LOW SPOTS AND PONDING AREAS.

EARTH SLOPES SHALL BE NO STEEPER THAN 1:1

(HORIZONTAL: VERTICAL) AND SHALL BE FLATTER WHERE SHOWN.

ALL DELETERIOUS MATERIAL (L.E. MUCX, PEAT, BURIED DEBRIS) IS TO BE
EXCAVATED IN ACCORDANCE WITH THESE PLANS OR AS DIRECTED BY
THE OWNERS ENGINEER. EXCAVATED AREAS ARE TO BE BACKFILLED WITH
APPROVED MATERIALS AND COMPACTED AS DIRECTED ON THESE PLANS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING

REGULATIONS.

. GENERAL FILL BEYOND PAVED AREAS SHALL BE FREE OF BRUSH

RUBBISH, STUMPS, AND STONES LARGER THAN 8 INCHES. FILL SHALL BE
PLACED IN COMPACTED LAYERS NOT TO EXCEED 8 INCHES IN

ACCORDANCE WITH THE REQUIREMENTS OF ASTM D898,

. PRIOR TO THE PLACEMENT OF LOAM IN THE AREAS TD BE TOPSOILED,

THE SUBGRADE SHALL BE LOOSENED BY SCARIFYING TO A DEPTH OF AT
LEAST 2 INCHES TO ENSURE BONDING OF THE TOPSOIL AND SUBSOIL.

. ALL AREAS DISTURBED BY THE CONTRACTOR'S OPERATIONS THAT DO

NOT HAVE A SURFACE TREATMENT SPECIFICALLY SPECIFIED SHALL BE
RESTORED TO A MINIMUM OF 4 INCHES OF SCREENED AND SEEDED
TOPSOIL, FERTILIZER, AND MULCH.

WHEN PREPARING THE EXISTING SITE FOR THE PROPOSED DEVELOPMENT,
ALL MATERIALS REMOVED SHALL BE DISPOSED OF IN ACCORDANCE WATH
ALL GOVERNING AGENCIES AT NO ADDITIONAL COST.

. THE CONTRACTOR SHALL STABILIZE ANY AND ALL DITCHES, SWALES AND

PONDS PRIOR TO DIRECTING STORMWATER RUN-OFF TO THEM.

THE STORM DRAINAGE SYSTEM SHALL BE CONSTRUCTED TO LINE AND
GRADE AS SHOWN ON THE PLANS. ALL PIPE MATERIALS SHALL BE AS
SPECIFIED ON THE PLANS.

. ALL DRAINAGE STRUCTURES, GRATES, AND COVERS WITHIN TRAFFIC

AREAS SHALL BE TRAFFIC RATED FOR H-20 LOADINGS UNLESS
OTHERWISE SHOWN.

PROPOSED RIM _ELEVATIONS OF DRAINAGE MANHOLES AND CATCH
BASINS ARE APPROXIMATE. FINAL ELEVATIONS ARE TO BE SET FLUSH
WITH FINISH GRADES.

THE CONTRACTOR SHALL PROVIDE FOR THE HANDLING OF EXISTING
FLOWS FROM SERVICE CONNECTIONS AND MAINLINE PIPES. THE EXISTING
SEWERS AND DRAINS HAVE ACTIVE FLOWS AND THE CONTRACTOR SHALL
MAINTAIN CONTINUQUS FLOW WITHOUT RESTRICTIONS.

- WHEN CONNECTING NEW PIPES TO EXISTING STRUCTURES SUCH AS

MANHOLES AND CATCH BASINS, THE STRUCTURE SHALL BE COMPLETELY
CLEANED OUT., THE HOLE MADE IN THE STRUCTURE SHALL BE AS SMALL
AS NECESSARY. THE STRUCTURE SHALL BE REPAIRED TO MATCH ITS
ORIGINAL TYPE OF CONSTRUCTION. THE JOINT BETWEEN THE STRUCTURE
)zo._,.ﬁm PIPE SHALL BE MADE WATERTIGHT 8Y FILLING THE JOINT WITH
MOR

THE CONTRACTOR SHALL CLEAN THE ENTIRE STORMWATER SYSTEM OF
ALL SEDIMENT AND DEBRIS, MITHIN THE LIMIT OF WORK UPON
COMPLETION OF CONSTRUCTION.

THE STORM DRAINAGE SYSTEM SHALL BE SUBJECT TO A VISUAL
INSPECTION BY THE OWNERS ENGINEER PRIOR TO THE PLACEMENT OF
BACKFILL. THE CONTRACTOR SHALL COORDINATE A FINAL INSPECTION OF
THE COMPLETED STORMWATER SYSTEM PRIOR TO FINAL ACCEPTANCE BY
THE OWNER. CONTRACTOR SHALL NOTIFY OWNER 48 HOURS IN ADVANCE
OF ANTICIPATED INSPECTION.

UTILITY NOTES:

1.

8

THE CONTRACTOR SHALL CONTACT ALL UTIUTY COMPANIES OWNING
UTILITES, EITHER OVERHEAD OR UNDERGROUND, WITHIN THE
CONSTRUCTION AREA AND SHALL COORDINATE WORK WITH THE UTILITY
COMPANIES. THE PROTECTION OR RELOCATION OF UTILITES IS THE
RESPONSIBIUTY OF THE CONTRACTOR.

THIS PROJECT IS TO BE CONSTRUCTED TO THE TYPICAL SECTIONS AND
DETALS SHOWN ON THE PLANS, AND SHALL MEET THE STANDARDS OF
WMA, WAPA AND THE VIRGIN ISLANDS PUBLIC WORKS DEPARTMENT.

. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR TO

DAMAGED UTILIMES CAUSED BY HIS/HER OPERATIONS.

THE CONTRACTOR IS RESPONSIBLE FOR ALL PERMITS, FEES, TEMPORARY
UTIUTMES AND COORDINATION WITH ALL AGENCIES IN OBTAINING ACCESS
TO THE SITE AND PERFORMING ALL WORK REQUIRED FOR THIS PROJECT.

. THE CONTRACTOR SHALL COORDINATE MATERIAL AND INSTALLATION

SPECIFICATIONS WMITH THE INDIVIDUAL UTILITY AGENCIES/COMPANIES, AND
ARRANGE FOR ALL INSPECTIONS.

. PROPOSED RIM ELEVATIONS ARE APPROXIMATE. FINAL ELEVATIONS ARE

TO BE SET FLUSH WITH FINISH GRADES. ADJUST ALL OTHER RIM
ELEVATIONS OF MANHOLES, WATER GATES, GAS GATES, AND OTHER
UTIUTIES TO FINISHED GRADE WITHIN LIMITS OF WORK,

. THE CONTRACTOR SHALL MAINTAIN UTIUTY SERVICES TO EXISTING

FACILITIES AT ALL TIMES. IF ANY DISRUPTION MUST OCCUR, THE
CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE FACIUTY AT
LEAST 72 HOURS IN ADVANCE.

THE CONTRACTOR SHALL COORDINATE MATERIALS AND INSTALLATION
SPECIFICATIONS WITH THE INDIIDUAL UTILITY AGENCIES/COMPANIES, AND
ARRANGE FOR ALL INSPECTIONS.

. ALL UNDERGROUND UTIUTIES SHALL BE IN PLACE, TESTED, AND

INSPECTED AS REQUIRED PRIOR TO BACKFILL AND SURFACE
CONSTRUCTION
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CATCH BASIN

CATCH BASIN CURB INLET
CAST RON

CAST IRON CEMENT LINED
CAST IN PLACE

CENTER LINE

CHAIN LINK FENCE
CORRUGATED METAL PIPE
CLEAN OUT

COLUMN

CONCRETE

CONCRETE PIPE
CONDENSATE RETURN
DESIGN HIGH WATER
OUCTILE IRON

DUCTILE IRON CEMENT LINED

DOUBLE YELLOW CENTER LINE
ELEVATION

ELECTRIC

ELEVATION

ELECTRIC MANHOLE

EXISTING

FLARED END SECTION

FINISH FLOOR ELEVATION
FORCE MAIN

GRANITE CURB

GAS GATE

GAS METER

GUARDRAIL

GUY WIRE

HIGH DENSITY POLYETHYLENE
HAND HOLE
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HEAT VENT AIR CONDITIONING
HYDRANT
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NOT TO SCALE

OUTLET CONTROL STRUCTURE
OVERHANG

POST

PULL BOX

PERFORATED

PLASTIC

PROPOSED

POUNDS PER SQUARE INCH
POLYVINYL CHLORIDE

POST VALVE INDICATOR
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REINFORCED CONCRETE PIPE
ROOF DRAIN

RECORD

RETAINING

RIGHT

SLOPED GRANITE CURB

SIDEWALK

SOUD WHITE EDGE UNE
SOLID WHITE LANE UNE
TOP OF CURS

TRAFFIC CONTROL BOX

TYPICAL
UTILITY POLE
VITRIFIED CLAY

WROUGHT IRON PIPE
WATER METER
WINDOW WELL

DESCRIPTION

RIGHT OF WAY
PROPERTY UNE
EASEMENT
UNMARKED POINT
SURVEY MONUMENT

ROADWAY CENTERLINE
EDGE OF GRAVEL
EDGE OF PAVEMENT

BITUMINOUS BERM
BITUMINOUS CURB
CONCRETE CURB
CURE & GUTTER
SAWCUT

TREELINE

CHAINLINK FENCE
RETAINING WALL

SILT FENCE

FLOW DIRECTION

SWALE

MINOR CONTOUR

MAJOR CONTOUR

TRAFFIC ARROW

PARKING COUNT

4" SINGLE SOLID WHITE LINE
4" DOUBLE SOUD YELLOW LINE
18" WHITE STOP LINE

WHITE PAINTED CROSSWALK
ACCESSIELE TIP-DOWN RAMP

97.5 x97.5 SPOT ELEVATION
BORING LOCATION
TEST PIT LOCATION
DRAIN LINE

CONCRETE BOX CULVERT
SEWER LINE

OVERHEAD WIRE

WATER LINE
UNDERGROUND ELECTRIC
CATCH BASIN

CATCH BASIN (DOUBLE GRATE)
DRAIN MANHOLE
FLARED END SECTION
HEADWALL

SEWER MANHOLE
WATER SHUT-OFF
WATER VALVE & BOX
FIRE HYDRANT
THRUST BLOCK
WATER METER

POST INDICATOR VALVE
WATER MANHOLE
ELECTRIC MANHOLE
ELECTRIC METER
LIGHT POLE
TRANSFORMER PAD
UNUITY POLE

GUY POLE

GUY WIRE & ANCHOR
HAND HOLE

PULL BOX

INLET PROTECTION
CHECK DAM

TREE TO BE REMOVED
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PLAN VIEW OF ROADS IN THE TOWN OF FREDERIKSTED

LAGOON STREET (MILL & PAVE 530FT X20°) MARKET STREET (MILL & PAVE 1,320FT X30')

CUSTOMS STREET (MILL & PAVE 270FT X20')

Frederiksted Town

B Legend
1
Wirte a description for your map

@® Church

B ConnectSpace vi
E' Feature 1

B Feature 2

®) Fredenksted Histonc District 4
£ Market Square
£ Saint Patricks School

ILL STREET (MILL & PAVE 1,320FT X30")

KING CROSS ST. (MILL & PAVE1,320FT X30'

NEW STREET (MILL & PAVE 2,430FT X22")

QUEEN CROSS ST. (MILL&PAVE 1450FT X30')

OSPITAL ST. (MILL & PAVE 1,950FT X22')

Google Earth
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TYPE A OR APPROVED SIMILAR

QUEEN CROSS STREET

<4

4' LONG GRATE INLET NEENAH R-4999-L.6

7' LONG GRATE INLET NEENAH R-4999-L6
TYPE A OR APPROVED SIMILAR

8" REINFORCED
CONCRETE WALL

ASPHALT CONCRETE PAVEMENT WEARING COURSE
ASPHALT BASE COURSE

INDISTURBED SOIL

A _
“/N/“/\\//\A/ L -
2 .
8" REINFORCED 2[=8"} | | «-unmmearen counse
CONCRETE WALLS AGGREGATE BASE

SECTION B-B

GRATE INLET NEENAH R-4998-L6
TYPE A OR APPROVED SIMILAR

@6" 0.C.

\\L«\\......_.................:_.....5.....
S
&

UNDISTURBED SOIL “ @m

SECTION A—A

4" UNTREATED COURSE
AGGREGATE BASE
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BITUMINOUS PAVEMENT, DEPTH EQUAL TO
EXISTING PAVEMENT THICKNESS OR

<<:.Iuﬁ..7\__z_7\_c7\_ MN..“ WEARING COURSE
WHICHEVER IS GREATER ¢2° BASE COURSE

L L 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7]
/[ 7 7 7 7 77 7 7 7 7 7 y L L 7 7 7 77 7 7 7 7 A

2

_

MIN. CUTBACK @ TOP DR
OF TRENCH WALL OVER \\\///\\\/V/\\\///\\\//V\\\///\\\///\\\//
UNDISTURBED MATERIAL. RARRKREKRKKERKREN

~—— 12" AGGREGATE
BASE, GRADING
C OR D

—~— COMPACTED
SUBGRADE OR
GRAVEL FILL

PERMANFNT ~AVEMENT REPAIR

N\ TYPICAL ROADWAY CROSS

—_

PAVEMENT REPAIR NOTES:

1. MATERIALS SHOULD BE REPLACED
IN—KIND, WITH MINIMUM THICKNESS

AS SHOWN.

2. PAVEMENT REPAIR IN EXISTING

ROADWAYS SHALL CONFORM TO
STREET OPENING REQUIREMENTS.

5. ROADWAY CONSTRUCTION SHALL

CONFORM TO USVI STANDARD

SPECIFICATIONS.

SECTION

C
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Single Solid 4" White Striping (edge m?...%...,gyl/

Single Dashed 4" White Striping (lane miﬁ..“gpl/

N
Double Solid 4” Yellow Striping (. aaq&mimﬁ&l\

Single Dashed 4" White Striping (lane miﬁ....ﬁ&l/

Single Solid 4" White Striping (edge m?...%»..ﬁ&l/

DOUBLE SOLID YELLOW STRIPING
AND WHITE EDGE LINE

2' -6'"

i

3-8’
8 -4’
10’ 0"/
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| N~ lws~ _ 1’
ms IAK ’

TURN LANE-USE ARROW THROUGH LANE-USE ARROW

N IR

NS

e

707670767676 070 e e avavava
KRN
V/.9.0.9.9.0.9.0.0.0.90.4.0.6.0.6.0.0.\

TYPE B
ANCHORED PAVEMENT MARKER

DIVIDER EDGE
COLOR YELLOW WHITE
SPACING | 20 FT 20 FT
AMOUNT 160 EA. 160 EA.

PAVEMENT MARKER TABLE
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i
4’ 4’

"STOP"’ WORD MARKIING

NOTES:

1.

All striping shall be in accordance
with the Manual on Uniform Traffic

Control Devices (MUTCD) latest
edition.

Place pavement word and symbol markings
in accordance with the "Manual on Uniform
Traffic Control Devices(MUTCD), current
edition.

All letters, mnumerals and symbols shall
conform with the Standard Alphabets for

Highway Signs and Pavemnent Markings’'.

Colors of the reflective markers to be either
clear (white), yellow or red as specified.
Top of the markers shall also be reflective.

—T486"
Crosswalk Solid 6” White Lines and
24" Width Hatch Marks.

TYPICAL CROSSWALK STRIPING

NEAR EDGE OF CROSSWALK

GUTTER LUINE TO CENTER LINE

PAYMENT QUANTITIES
ITEM AREA (SQ. FT.)
Turn Lane—Use Arrow 16

Through Lane—Use|Arrow 18
Turn and Through

Lane-Use Arrow 26
Handicap Marking 9
ONLY Word Marking 21
STOP Word Marking 22

STOP BAR

DIVISION OF ENGINEERING
6002 ESTATE ANNA’S HOPE
CHRISTIANSTED, V.1. 00820

APPROVED:

APPROVED:

ERAN FLEMMING, DATE
CIVIL ENGINEER ST CROIX
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DEPARTMENT OF PUBLIC WORKS

PG-7




TYPICAL APPLICATION: ONE WAY, TWO LANE ROADWAY, CLOSING ONE LANE USING FLAGGERS
A7 Device spacing Flagger location
NORTH (See Table)
Cones, type A —\ \‘
o 25" (Typ.)
10° (min.) ~—— Traffic flow
P A / A A o O ——— e —_— —_—
My F %o o = Tratfie fiow
J
q q q q q
c VARIABLE 100’ (myin.) c B A
(TERMINATION AR (WORK AREA) ( mﬂﬁmﬁ.\m (TAPER AREA) (ADVANCE WARNING 'A) - -
SPACE ) (See Sign Spacing Table)
END G20-24
ROAD WORK | 48" X 24
O LEFT LANE LEFT LANE LEFT LANE
CLBSED CLOSED CLOSED
W20-7a W20—1 1000 /y20-5 1500 /y20-3 MILEW20-3
48" X 48" 48" X 48" 48" X 48" 48" X 48" 48" X 48"
ﬂc Wi13~-1
L CHANNELIZING DEVICES |  CHANELIZING | MAXIMUM M. P, H| 24" X 24"
TAPER LENGTH
seen | . (MINIUM) RequReD (OEncesy | 'ALiGhMENT | seeD
WPH. | FORMUA (OmRy [OTHRU | oEvOUR | MP
10’ 11 12’ 10’ 1 12' TAPER | TANGENT | (DEGREE) NOTES: i 3
OFFSET | OFFSET | OFFSET | OFFSET | OFFSET | OFFSET | SECTION | SECTION | ° (Sm0) Distance Between Signs
(FT.) (FT.) (D RECOMMENDED SIGNING TO BE USED THRU LANE TAPER IS (1) CW1-8 ON Road Type
20 70 | 75 [e0 | 5 5 5 20 40 v 20 ® EYERY OTHER DRUM. Urban (30 MPH and less) NMQ NWQ Nme
25 105 | 115 | 125 | & 5 6 25 50 == 25 RECOMMENDED SIGNING TO BE USED THRU TANGENT LANES IS (1) R4—7A rban n 88
3 |t u&:&umun 150 | 165 | 180 ] 7 7 30 60 5 30 OR (1) R4-8A (AS APPLIES) ON EVERY OTHER DRUM. Urban (35 MPH and greater)] 350 350 350
35 205 | 225 [ 245 ? 8 8 3 70 1 3 L = TAPER LENGTH IN FEET Rural 500 500 500
40 265 | 205 | 320 | 8 B 9 40 80 8 40
45 450 | 495 | 540 | 11 12 13 45 920 6 45 W = WIDTH OF OFFSET IN FEET
50 500 | 550 | 600 | 11 12 | 13 50 100 5 50 S = POSTED SPEED OR OFF—PEAK 85 PERCENTILE SPEED IN MPH
55 L=WxsS | 550 | 605 | 860 | 11 12 | 13 55 110 4 55
80 600 | €60 | 720 | 11 12 | 13 60 120 3 60
85 650 | 715 | 780 | 11 12 | 13 65 130 25 65
APPROACH |CHANNELIZING DEVICE
SPEED SPACING (FT)
(MPH) WORK AREA
25 50
” . DETAIL
VOTES: ] ] . . 40 80 TRAFFIC CONTROL FOR
1. Final location and spacing of signs and devices may 45 90
be changed to fit field conditions as approved by the CO. 50 100 nozm._-mcn-_-_oz Eozx Nozm
2. Signs shown are for one direction only. Repeat the & 100
signing for the opposite direction.
DIVISION OF ENGINEERING
6002 ESTATE ANNA’S HOPE A S TimmimT e @@ %
CHRISTIANSTED, V.1. 00820 DEPARTMENT OF PUBLIC WORKS DEPARTMENT OF PUBLIC WORKS =




TYPICAL APPLICATION: ONE WAY,

TWO LANE ROADWAY, CLOSING TWO LANE , DAY TIME

NOTES:
- mmm . CONDITIONS REPRESENTED ARE FOR WORK THAT
5 4/! I \a REQUIRES CLOSINGS DURING DAYTIME HOURS
e O AND MUST BE APPROVED BY THE ENGINEER.
o}
o J . THIS APPLICATION IS INTENDED FOR A PLANNED
zp TEMPORARY CLOSING NOT TO EXCEED 360 MINUTES.
TYPE Il BARRICADES ﬂ( ] E 4
WITH TYPE A WARNING t 149 P W20-3 s
LIGHTS R-TR - >
Qo
ok
=
R11-2 =0
[—— =S M4—10R —) 2=
.
== — / / = .
<g
7 Y OO0 0 U U U U U Ogg nVu -
7 - M = = S0
7 O Z
00000 - : = - ;S &
7 Q0 0 0 0o 0 o o of SFED
| sS4
= GO
@ O%O
- _\l x \l \L 50 %
4 r! S22
383 =)
> Va O ? TF
: o
S  w20- S Q oM Q o>
> B RsIL = S S S ©g -
E TOZ
3Ee . . . Fa<
b - 28) _|.500 _|_ 500 2500°
S Ww20-3 o
T
0
ROAD ROAD ROAD ROAD £
CLOSED CLOSED CLOSED CLOSED
AHEAD 500 FT 1000 FT, % MILE
KEY: wm
B, FLAGGER TYPICAL TEMPORARY ROAD CLOSURE DETAIL
O a—— DAYTIME MAINTENANCE OPERATIONS OF_SIX HOUR DURATION TRAFFIC CONTROL FOR
ON A 4—LANE ROADWAY AND FLAGGING IS _PROVIDED

DIVISION OF ENGINEERING
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TYPICAL APPLICATION:

W20-1 (500 FT)

A

Ww20-1 (1000 FT)
W20-1 (1500 FT)
w20-1 (% :_51/ l/

PROJECT LIMIT SIGNS

NORTH semp-
ROUTE 669

w20-1 (500 FT) G20-2(END CONSTRUCTION)

\\ W20—1(BEGIN CONSTRUCTION)

100°(MIN.)
VAR.

—E
ROUTE 66 S

ROUTE_66

< ST

(L L Ay 7 7 7 7 7 7]

W20-1 (500 fT)

ROUTE 6

LS 7 7 )
J

CONSTRUCTION ZONE
WEST AIRPORT TO IDC PARK

W20-,;ZGIN CONSTRUCTION)
Gzu—2(END CONSTRUCTION)
W20-1 (500 FT)

SEE TYPICAL TRAFFIC CONTROL DETAILS(63501 TC—2 AND 63501 TC—3).

PHASE_ONE_— ROADWAY RECONSTRUCTION AND RECONDITIONING

A) FLAGGING OPERATION WILL BE REQUIRED AT ALL TIMES DURING CONSTRUCTION.
B) FLAGGERS WITH TWO—WAY RADIO COMMUNICATION WILL BE REQUIRED.

c

D

A

B

C) COMBINATION OF DRUMS AND CONES WILL BE REQUIRED.
cm:oc_.cmmsomxm_ozms__.rmmmmoc_mmc.

COMBINATION OF DRUMS, BARRICADES, AND CONES WILL BE REQUIRED.
PHASE THREE — ASPHALT OVERLAY AND STRIPING

CONTRACTOR MAY BE LIMITED ON THE LENGTH OF ROADWAY ALLOWED
A) FLAGGING OPERATION WILL BE REQUIRED AT ALL TIMES DURING CONSTRUCTION.
B
C
D

FLAGGING OPERATION WILL BE REQUIRED AT ALL TIMES DURING CONSTRUCTION.
FLAGGERS WITH TWO—-WAY RADIO COMMUNICATION WILL BE REQUIRED.

FLAGGERS WITH TWO—-WAY RADIO COMMUNICATION WILL BE REQUIRED.
COMBINATION OF DRUMS AND CONES WILL BE REQUIRED.
UNEVEN PAVEMENT SIGNS WILL BE REQUIRED.

TWO WAY, TWO LANE ROADWAY

\Isnol (500 FT)
-
)

/r /rSou_ (% MILE)
W20—1 (1500 FT)
W20-1 (1000 FT)

W20~1 (500 FT)

EAS
ROU

E 66

@
(®
©

©

®

Q]

(K

w

()

N

()

P

ALL GENERAL NOTES SHOWN BELOW SHALL APPLY
TO ALL OF THE SHEETS TITLED “TRAFFIC CONTROL
DEVICES FOR CONSTRUCTION WORK ZONE"

ON CONSTRUCTION PROJECTS T WILL BE THE CONTRACTOR'S RESPONSIBILITY
TO INSTALL THE NECESSARY SIGNS BEFORE CONSTRUCTION BEGINS.

ALL SIGN BLANK MATERIALS USED SHALL BE SHEET METAL OR EQUIVALENT
MATERIAL CONFORMING TO SECTION 718 OF F.H.W.A. SPECIFICATION “FP—14"

THE CONTRACTOR SHALL BE RESPONSIELE FOR MAINTAINING ALL SIGNS TO
ASSURE A HIGH DEGREE OF BOTH DAY AND NIGHT VISIBILITY, WHICH WILL
INCLUDE ANY WASHING, REPLACEMENT AND/OR RE—POSTIONING WHERE
DEEMED NECESSARY BY THE ENGINEER.

REFLECTORIZATION OF TRAFFIC CONTROL DEVICES SHALL BE BY MEANS OF
TYPE Il OR HIGHER REFLECTIVE SHEETING MEETING THE REQUIREMENTS OF
SECTION 718 OF THE STANDARD SPECIFICATIONS, FP-14.

ALL SIGNS SHALL BE SECURELY PLACED OR WEIGHTED TO PREVENT BLOWING
OVER. ROCKS, BROKEN CONCRETE OR OTHER SUCH OBJECTS SHALL NOT
BE CONSIDERED ACCEPTABLE FOR SIGN SUPPORT.

SPACING OF SIGNING SHALL BE NO LESS THAN THE DISTANCES SHOWN.
THE DISTANCE BETWEEN SIGNS SHOULD BE INCREASED ON HIGH SPEED,
Wz zn_uzm HEAVILY TRAVELED HIGHWAYS, OR WHERE SIGHT DISTANCE IS

ALL SIGNS, FLASHERS, FLAGS, ETC. SHALL CONFORM IN SIZE, SHAPE,
COLOR, LEGEND AND APPUCATIONS TO THE STANDARDS SET FORTH IN THE
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES TO THE LATEST EDITION
AND/OR THE STANDARD SPECIFICATIONS.

THE CONTRACTOR WILL BE REQUIRED TO SUBMIT A TRAFFIC CONTROL PLAN
FOR APPROVAL BY THE ENGINEER.

ALL DIAMOND SHAPED CONSTUCTION WARNING SIGNS SHALL BE 48" X 48",
WITH 24" X 24° ADVISORY SPEED SIGNS WHERE REQUIRED.

REFLECTORIZATION OF TUBULAR MARKERS SHALL BE A MINIMUM OF TWO,
THREE-INCH—WIDE WHITE BANDS PLACED A MAXIMUM OF 2 INCHES FROM
THE TOP WITH A MAXIMUM OF 6 INCHES BETWEEN THE BANDS.
RETROREFLECTION OF CONES SHALL BE PROVIDED BY A MINIMUM
6-INCH-WIDE WHITE BAND PLACED A MINIMUM OF 3 INCHES BUT NO
MORE THAN 4 INCHES FROM THE TOP. WHEN THE 38—INCH OR LARGER
SIZE CONES ARE USED, THE STANDARD 8—INCH BAND SHALL BE
SUPPLEMENTED WITH AN ADDTIONAL 4-INCH WHITE BAND SPACED A
MINIMUM OF 2 INCHES BELOW THE 6—INCH BAND.

THE CONTRACTOR SHALL REPAIR OR REPLACE ANY NEW OR EXISTING
PERMANENT GOVERNMENT OWNED SIGNS WHICH ARE DAMAGED DUE TO
CONTRACTOR'S NEGLIGENCE OR CARELESS HANDLING DURING THE CONSTRUCTION
OF THIS PROJECT. THIS SHALL BE DONE AT THE CONTRACTORS EXPENSE.

TRAFFIC CONDITIONS MAY NECESSITATE CHANGES IN THE USE AND/OR
QUANTITIES OF THE TRAFFIC CONTROL DEVICES AS SHOWN IN THE PLANS.
ANY SUCH CHANGES ARE SUBJECT TO THE APPROVAL OF THE ENGINEER.

ALL CHANNEUZING DEVICES INIMALLY PROVIDED ON THIS PROJECT SHALL
BE EITHER NEW OR IN LIKE NEW CONDITION AND SHALL BE APPROVED
FOR USE ON THIS PROJECT BY THE ENGINEER.

THE ADVISORY SPEED LIMTS THROUGH THE WORK ZONE MAY BE
ADJUSTED AT THE DISCRETION OF THE ENGINEER.

TEMPORARY TRAFFIC CONTROL MANAGEMENT AS PER THE MUTCD SHALL BE COVERED
UNDER THIS (TEM 63501(A) SHALL INCLUDE MANAGEMENT OF DAILY TRAFFIC OPERATIONS,
REQUIRED NUMBER OF FLAGGERS FOR SAFETY, PLACEMENT OF TRAFFIC CONTROL DEVICES,
AND WRITTEN TRAFFIC CONTROL PLANS PER MUTCD. ALL TRAFFIC CONTROL PLANS ARE
SUBJECT TO APPROVAL 8Y DPW.

PEAK TRAFFIC HOURS OF 7:00AM TO 9:00AM AND 3:00PM TO B:00PM
MUST BE OBSERVED. THE CONTRACTOR MAY NOT CLOSE THE ROADWAY
NOR DETOUR TRAFFIC DURING PEAK TRAFFIC HOURS.

DIVISION OF ENGINEERING
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APPROVED:
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Notes:

1. Wood posts are 4"x 4" unless otherwise

ROAD indicated,
o v ] 2. Mount signs that ider than 3-feet
N AHEAD WORK . Mount signs are wider n 3-fee
’ » or larger than 710 square feet on double
6 to 12 _ /\ﬁ _ NEAD posts. ? 4
8 3
7’ .m. * 3. All lumber dimensions are nominal
Q- ~ - » ”» »
. & 2'zd 240" || 4" 2 47 4. The Contractor may submit alternate
™ " " details for portable signs, however,
Roadw 2 z 4 gign mounts hold the sign face in a
X = eo— - p S m— N vertical plane. Portable signs may be
78 T r— " - i 3 mounted lower than fired signs when
"> 40 Sandb ML approved by the CO.
Q “~©
a Front Side 5. When parking is permitted within 200
1 ; | 1 Seel of the sign, mount the sign a minimum
of 7 feet above the pavement surface.
RURAL AREA 6. When approved by the CO and the Utili
Company, utility poles may be used for
gign mounting.
7. For aﬂow? greater than 4" x 4" see the
_ Breakaway .m.:ﬂ%ol Detail. If breakaway
epaing. the vign Showld be Dlibed outsid
. acing, gign shou ] ed outside
ROAD | , Sign panel wﬁw clearzone or be w?..b«&a&% barrier.
CLOSED 6_ Do not place holes in posts o
—T — non—breakaway signs
B3
2 m Traffic
MinTT] =
Y - Wood post (fized) PORTABLE SIGNS
18" .r Holes (See table)
Roadwa - of
13 —.-—1 »e c!
= BN siaowane  E=9 Sa{[vote: &
For signs requiring 6"z6” posts and
2 a greater, gigns are considered to be
non—breakaway M\ multiple posts
L U__ 1 U are required and the posts cannot
be spaced a mintmum of 7 feet
apart.
U, BREAKAWAY SUPPORT DETAIL e
REAN AREA (FIXED SIGNS — 4" x 6" AND GREATER POSTS) n_mnn,mhmmx .
FIXED ROADWAY SIGNS
. . Mazimum Sign Area — Sg. ]
Post size) D | Hole Dia. [ g b pogtd Postdi Post: m
4" x 4" 4 None Req'd 10 20 o
4" = 64’ 1.5" 35 50 70
6" x 65 2" 50 75 100
Y. a5 25 [ ras TRAFFIC CONTROL FOR
HGH LEVEL CONSTRUCTION WORK ZONE
WARNING DEVICE
DETAIL
DIVISION OF ENGINEERING APPROVED, \EPROVED.
6002 ESTATE ANNA’'S HOPE ERAN FLEMMING, DATE

CHRISTIANSTED, V.I. 00820 DEPARTAENT OF pUBLIC WORKS

NELSON M. PETTY R, PE DATE
ACTING COMMISSIONER ==
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NOTES:

sy

. All lumber dimensions are nominal.
2. Paint all wood support members white.

3. Stripes on all barricades are 6 inches
wide and sloped downward at a 45
degree angle toward the side of the
barricade on which approaching traffic
must pass. When the barricade is less
than 3 feet wide the stripe width is
4 inches.

4. Sandbags an be used to provide
additional stability to barricades. If
used, sandbags are not to be placed
higher than 12 inches above the ground.

5. Stripe both sides of all rail faces on
barricades exposed to traffic from both
directions.

2) TYPE A
JARNING LIGHTS
(AS REQUIRED)

4" oo

TYPE Il BARRICADE
(FIXED)

TYPE Il BARRICADE

EOP——

| R
A S A A S YA S S SANNSYN

| I

A AN NNNN™NNNNWNY ’_”’/”’44

L)
AN 9S N

\
\/\ /Imunm OF PAVEMENT

PLAN (EOP)

CENTERLINE OF PAVEMENT

TYPE A
WARNING LIGHTS
\I (AS REQUIRED)

ELEVATION

ROAD CLOSED TO ALL TRAFFIC

EOP—

1" MIN;

4" X 4° WOOD POST

Jﬂ// :
- — — — — —
S

o [

A S A SN NA RS S SN LAS W

A \
/IHUOM OF PAVEMENT
(EOP)

CENTERLINE OF PAVEMENT TPE A
WARNING LIGHTS
\l (AS REQUIRED)
||._ TIG- Agv

PLAN

A S SSSSS W

N

FLAG SIZE
MIN. 18" X 18"

TYPE A
WARNING LIGHT
(AS REQUIRED)

8 —0" MIN
e
|
o
|

3
/
/
3' MIN

TYPE || BARRICADE

TYPE C
WARNING LIGHT
A>m. REQUIRED)

HIGH LEVEL
WARNING DEVICE

CONES DRUM
7,
N
W / %
2 [STOR 2 QLD
|, |, BORDER AREA
| o | o
LN § %
721/277 _\N_ _a 3/478 _\‘_
18" | 18"
STOP: SLOW:
LEGEND AND BORDER: WHE (REFLECTORIZED) LEGEND AND BORDER AREA: BLACK ﬁOZIzmﬂ.mn._.o!Nmuv
BACKGROUND: RED (| IZED) BACKGROUND: ORANGE (REFLECTORIZED)

STOP—SLOW PADDLE

NOT TO SCALE
DETAIL

TRAFFIC CONTROL FOR
CONSTRUCTION WORK ZONE

DIVISION OF ENGINEERING

APPROVED:

APPROVED:

6002 ESTATE ANNA'S HOPE
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LOCATION PANEL SIZE TEXT SIZE
SIGN [ TEXT CORNER |BORDER | MARGIN UPPER | LOWER
NO. NO. SIGN TEXT STATION | SIDE |WIDTH [HEIGHT| AREA | RADIi | WIDTH | WIDTH [NUMBER| CASE | CASE | SERIES mwromw QUANTITY qowm,_m _>..“.~vm> mc,ﬁu%%ma REMARKS
(N[N | (SQ FT) [ (IN) | ON) | OND | OND | (N | ONY
BLACK
1 G20-2 END 46 | 24 |= SEE NQTE 1 =  ON 2 32
CONSTRUCTION ORANGE
BLACK
2 |w20-7a 48 | 48 == SEE NQTE 1 == " ON 4 64
ORANGE
500
FEET
BLACK
3 W20-1 48 | 48 | SEE NQTE 1 =  ON 2 32
ORANGE
BLACK
4 W20-1 48 | 48 |-= SEE NQTE 1 o ON 6 96
ORANGE
BLACK
5 W20-1 48 | 48 |== SEE zﬁ_ﬁmd £ ON 2 32
ORANGE
BLACK
6 W20-1 48 | 48 |~m— SEE NTE 1 &= ON 2 32
ORANGE
BLACK
7 Ww21-4 awww 48 | 48 |- SEE NTE 1 = DN 4 64
AHEAD ORANGE
=5y
mxxﬂ o HOa._.>_| 22 352
NOTES: DETAIL

1. SEE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION FOR SIGN DIMENSIONS.
2. LOCATION OF SIGNS WILL BE AS DIRECTED BY THE CO.

CONSTRUCTION

SIGNS

DIVISION OF ENGINEERING
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CHRISTIANSTED, V.I. 00820
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SIGN TEXT
NO. NO.

SIGN TEXT

LOCATION

PANEL SIZE

TEXT SIZE

STATION

SIDE

WIDTH
(IN.)

HEIGHT]
(IN.)

AREA
(sa M)

CORNER
RADI

(N.)

BORDER
WIDTH

(IN.)

MARGIN
WIDTH

(IN.)

NUMBER
(IN.)

UPPER
CASE

(N.)

LOWER

CASE
N

SERIES COMBO

COLOR | QUANTITY

TOTAL AR
(sQ ﬂqm)

SUPPORT REMARKS
(FT)

22 R3-1L

23 W8-9aE

24 w20--8

25 W13-1

26 W13-1

27 wa-7

28 FLAG

ROADWORK
CENTERLINE AND
NO PASSING ZONE]

NOT MARKED

10

M. P. H.

LOOSE
GRAVEL

24

48

48

24

24

48

18

24

48 ==

30 [

30

30 [

18 =

SEE zaw._.m 1

SEE NOTE 1

SEE NOTE 1

SEE z~_:.m 1

SEE NOTE 1

SEE NQTE 1

SEE NOTE 1

BLACK

ORANGE

BLACK

ORANGE

BLACK

ORANGE

BLACK

ORANGE

BLACK

ON
ORANGE

BLACK
ON

ORANGE

BLACK

ORANGE

32

20

20

30

64

NOTES:

1. SEE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST
2. LOCATION OF SIGNS WILL BE AS DIRECTED BY THE CO.

EDITION FOR SIGN DIMENSIONS.

syglgn | s

179

TOTAL | 91

943

DEPARTMENT OF PUBLIC WORKS

DETAIL

CONSTRUCTION

SIGNS

DIVISION OF ENGINEERING
6002 ESTATE ANNA’S HOPE
CHRISTIANSTED, V.I. 00820

APPROVED:

ERAN FLEMMING, DATE
CIVIL ENGINEER ST CROIX
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LOCATION PANEL SIZE TEXT SIZE
SIGN | TEXT

CORNER|BORDER | MARGIN UPPER | LOWER
NO. NO. SIGN TEXT STATION SIDE  |WIDTH [HEIGHT] AREA RADII | WIDTH | WIDTH [NUMBER| CASE ( CASE | SERIES mw_!nwxo LA

(N [ ON) [ sQ FTy | N | ON [ ON) [ o) | N | (N

TOTAL AREA
(sQ FT)

SUPPORT
(FD

REMARKS

BLACK
1 G20-2 END 46 24 |—m— SEE zﬁm 1 o ON
CONSTRUCTION ORANGE

BLACK
2 w20-7A 48 48 [—== SEE NQTE 1 - ON 4

ORANGE

500
FEET

kv BLACK
48 | 48 SEE NOTE 1 = 0N 2

ORANGE

3 w20-1

BLACK
ORANGE

4 W20-1

48 48 |- SEE NQTE 1

Y
2

BLACK
ON
ORANGE

5 W20-1

48 48 SEE NOTE 1 =

I

BLACK
48 | 48 |==— SEE NOTE 1 = ON 2

ORANGE

6 w20-1

ROAD BLACK
7| w21-4 ok 48 | 48 SEE NOTE 1 —s={ “ON 4

AHEAD ORANGE

A

32

64

32

96

32

32

64

Sygaign | 22

352

NOTES:
1. SEE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION FOR SIGN DIMENSIONS.

2. LOCATION OF SIGNS WILL BE AS DIRECTED BY THE CO.

DETAIL

CONSTRUCTION
SIGNS

DIVISION OF ENGINEERING APPROVED:
6002 ESTATE ANNA’S HOPE ERAN FLEMMING, DATE
CHRISTIANSTED, V. 00820 DEPARTAENT OF AURL S WORKS

APPROVED:
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LOCATION PANEL SIZE TEXT SIZE
SIGN | TEXT CORNER [BORDER | MARGIN UPPER | LOWER
NO. NO. SIGN TEXT STATION | SIDE |WIDTH|HEIGHT| AREA | RADN | WIDTH | WIDTH NUMBER| CASE | GASE | SERIES mmrom_m QUANTITY aommm w.ﬂvm,» mcn_u%%ma REMARKS
(N [OND [ (sQ FT) [ N | ONY | ON) | OND | N | (NG
0AD BLACK
8 W20-3 omowmo 48 | 48 [-= SEE NOTE 1 - ON 4 64
AHEAD ORANGE
BLACK
9 W20—3 48 48 |-=m SEE NOTE 1 — o%ﬂom 4 64
ROAD BLACK
10 | w20-3 CLOSED 48 | 48 [-= SEE NOTE 1 = ON 2 32
1000 FT ORANGE
ROAD BLACK
11 W20-3 CLOSED 48 48 |t SEE zLo._.m 1 ot ON 2 32
% MILE ORANGE
2 _ | BLack
W20—3 LEFT LANE 48 48 |- SEE NOQTE 1 - o xwﬂom 2 32
13 | w20-3 - s - o | BLACK
- LEFT LANE 48 | 48 == EE NpT ORANGE 2 32
BLACK
14 w20-3 48 48 [ SEE NOTE 1 e o mwﬂom 2 32
mxz_w. Imm%s._.k. 18 288
NOTES: DETAIL

1. SEE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION FOR SIGN DIMENSIONS.
2. LOCATION OF SIGNS WILL BE AS DIRECTED BY THE CO.

CONSTRUCTION

SIGNS

DIVISION OF ENGINEERING
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LOCATION PANEL SIZE TEXT SIZE
SIGN TEXT CORNER|BORDER | MARGIN UPPER | LOWER
NO. NO. SIGN TEXT STATION | SIDE |WIDTH [HEIGHT| AREA | RADII | WIDTH | WIDTH |[NUMBER| CASE | CASE | SERIES mwrw_w QUANTITY qow.m,m »_%vm.» wc_ﬁu%%ma REMARKS
(N [OND | s@ FT) L Ny | N | Ny [ ON) | N | N
% BLACK
15 w20-3 48 48 (- SEE NOQTE 1 ~—— ON 2 32
ORANGE
BLACK
16 w20-3 LEFT LANE 48 48 |- SEE z%._.m 1 — ] ON 2 32
ORANGE
BLACK
17 w20-3 48 48 {1 SEE NQTE 1 — ON 2 32
ORANGE
BLACK
18 R11-2 ROAD CLOSED 48 18 |- SEE NQTE 1 - ON 2 18
WHITE
48 18 SEE z_vqm 1 - m_.%-m_A 2 12
19 | Ma-10R HmH@mV ~ oSN
48 30 SEE NOQTE 1 - mr%vmx 2 12
20 | M4-10L AEBH_ - o ce
BLACK
21 R3-1R 24 24 |- SEE NOQTE 1 - ON 1 4
ORANGE
S AL | 13 124
NOTES: DETAIL
1. SEE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION FOR SIGN DIMENSIONS. CONSTRUCTION
2. LOCATION OF SIGNS WILL BE AS DIRECTED BY THE CO. SIGNS
DIVISION OF ENGINEERING
6002 ESTATE ANNA'S HOPE Zmzoﬁgm.ﬁzg_zn. DATE Zmzoﬁpzﬁhozz.mwa_?wm DATE %@ ﬁq
CHRISTIANSTED, V.1 00820 TR TMEN BF FOn S WORKS DEPARIMENY OF PUBLIC WORKS =
R




